
Standardized print 
width

Effective print width is

104mm

Diversified transmission 
interface

Support USB, wifi Optional, 

Bluetooth

Super fast printing 
speed

Regular width label，

Print at most per second

10+(Sheet)

High cost performance 
of printer

Load thermal paper to print，

No carbon belt，No ribbon，

No Inks

Automatic paper 
measurement function

Printer comes with itself fully 

automatic emission+double sense，

More accurate positioning

Printer performance 
is stable

Imported thermal film，Print clearly，

Use of stable，Print heads last longer

Thermal Barcode Printer

D6000 Series



Performance parameter

Dimension (W x D x H)

Weight

Print Mode

Memory

Paper Type

Paper Width

Maximum print length

Paper Roll OD

Print Speed

285mm*210mm*180mm

1.6 kg

Direct thermal

RAM:  8M    FLASH:  4M

Thermal paper, Label

40mm-120mm

2286mm ( 90'' )

130mm (OD)

203mm/s

Work Environment

Storage Environment

Work Humidity

Storage Humidity

Product certificate

-10 ~ 50 ℃

25 ~ 85 % non-condensing

10 ~ 90 % non-condensing

CCC

5 ~ 45 ℃

Dot density

Interface

203 DPI

USB, wifi Optional, Bluetooth, Ethernet

Power Supply
Input：    AC 110V/240V

Output： DC 24V/2A

Thermal Barcode Printer

D6000 Series

Accessories
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