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• Standard & Advanced I/O options
• Internal power supply 
• LED power indicator 
• Spring-loaded docking connector 
• Pivoting alignment points 
• VESA 75 mounting pattern

DS-ZEB-200 SERIES

RUGGED DOCKING STATION 
FOR ZEBRA ET5X 10” TABLET
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DS-ZEB-200 SERIES

HAVIS DOCKING STATION 
ZEBRA ET5X 10” TABLET
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ET5X TABLET SOLUTION    
• Supports Android and Windows Devices    
• Low prole, lightweight and compact design    
• Standard & Advanced port replication (optional)    
• Isolated & non-isolated internal power supply (optional)    
• LED  power indicator 

SPECIFICATIONS    
Height: 9.4-in (23.9 cm)     
Width: 8.8-in (22.2 cm)    
Depth: 2.8-in (7.1 cm)    
Weight: 2.07 lbs. (0.9 kg)     
Mounting: Integrated VESA 75 mounting pattern.    
        
CERTIFICATIONS & TESTING    
CE Certied; UKCA and RoHS Compliant    
Vibration Testing: MIL-STD 810H 514.5
Shock Testing: MIL-STD 810H 516.8
Impact Test: Crash Simulation per SAE J1455    
Cycle Test: Latch Tested 30,000 cycles    
EEnvironmental Testing: Hot/Cold Operation & Storage    
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